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QUICK BLADDER DISMANTLING SYSTEM
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Bladder dismantling tool free procedure:

1. Remove the valve cap and purge the gas 4. Using your hands, remove the closing rings
pressure (B). (C) from the pulsation damper body.

2. Once the pulsation damper is empty of gas, 5. Place the fixing bolts (A) on pulsation
remove the security adaptor (D) and gas damper cover holes and tighten them to lift
charging valve (B). the cover.

P

3. Loosen the fixing bolts (A) and remove them 6. Using your hands, extract the damper cover
from the closing ring (C). and bladder from the damper body.
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Now you are able to clean inside the damper body and the bladder. Once done, follow up with the
assembly procedure:

Bladder assembly tool free procedure:

7. Place the blader inside the damper body. 10. Place the security adaptor (D) and gas
Using your hands, press firmly the the charging valve (B) and tighten them in the
damper cover inside the body. damper cover.

8. Using your hands, place the closing rings (C) 11. Place the ADACNEU.5 on the gas charging
in the pulsation damper body and close valve when it is needed.
them firmly.

9. Place the fixing bolts (A) on closing rings (C) 12. Inflate the bladder with a tyre inflating kit
holes and tighten them to fix the rings. with compressed air until obtaining the
desing inflating presure.
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13. Extract the ADACNEU.5 and place the
charging valve (B) cap to finish the
operation
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SISTEMA DE DESMONTAJE RAPIDO

PREFERENCIA DE PRODUCTO HIDRACAR:  U#H#H#X##X#-Al/DR/ALIM

Amortiguador de pulsaciones montado con Amortiguador de pulsaciones montado con
valvula de carga adaptador T, mandmetro y valvula de carga

A. TORNILLOS FIJADORES

B. VALVULA DE CARGA DE
GAS

C. ARO DE CIERRE

D. ADAPTADOR DE
SEGURIDAD

E. ADAPTADOR “T”
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Sistema de desmontaje rapido sin herramienta:

1. Remover el tapén de la valvula y purgar el 4. Utilizando sus manos, retire el aro de cierre
gas (B). (C) del cuerpo del amortiguador.

2. Una vez el amortiguador esté vacio, remover 5. Coloque los tornillos de fijacién (A) en los
el adaptador de seguridad (D) y la valvula orificios de la tapa del amortiguador.
de carga de gas (B). Apriételos para levantar la tapa.

P

3. Afloje los tornillos fijadores (A) y retirelos del 6. Utilizando sus manos, extraiga la tapa y la
aro de cierre (C). vejiga del cuerpo del amortiguador.
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Ahora puede limpiar las partes internas del amortiguador de pulsaciones, incluyendo la vejiga. Siga las
siguientes instrucciones para ensamblarlo de nuevo:

Sistema de montaje rapido sin herramienta:

7. Coloque la vejiga dentro del cuerpo.
Utilizando sus manos, presione firmemente 10. Coloque el adaptador de seguridad (D) y la
la tapa del amortiguador. valvula de carga de gas (B)

8. Coloque el aro de cierre (C) en el cuerpo del
amortiguador, y ciérrelo firmemente. 11. Coloque el ADACNEU.5 en la valvula de
carga de gas (B).

9. Coloque los tornillos fijadores (A) en los
agujeros del aro de cierre (C) y apriételos 12. Hinche la vejiga con aire comprimido
para gue el conjunto quede fijado. utilizando un kit de hinchado de neuméticos
hasta obtener la presién deseada.
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13. Extraiga el ADACNEU.5 y coloque el tapon
de la vélvula de gas (B) para finalizar la
operacion.
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